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TOCHIGIYA GENERAL CATALOG 71

特注品のご相談承ります　Please contact us for custom-made.
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特長
蓋等の取り付け・取り外しが容易に行
える蝶番です。

用途
計測機器・通信機器等

Characteristic
The door can be removed easily.

Application
Measuring instruments / 
Telecommunication devices, etc.

TH-7
引掛蝶番
Catch-Off Hinge

■部品表　Parts List
部番
No.

部品名
Part Name

材質
Material

処理
Finish

数
Quantity

1 ヒンジピース（A）　Hinge Piece（A）
C2801

Ni
1

2 ヒンジピース（B）　Hinge Piece（B） 1
3 シャフト　Pin C3604 1

6-Countersink
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取り外し角度
Angle for removing the door
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仕様　Specification

型番　Model No. 許容荷重 N（kgf）　Allowable Load N（kgf） 自重（g）　Net Weight（g）
TH-7 294（30） 92.5

TH-KH-310
調整コーナーヒンジ
Adjustable Corner Hinge

取扱品
PRODUCT

輸入品
IMPORT

仕様　Specification

型番　Model No. 自重（g）　Net Weight（g）
TH-KH-310 419

65
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150
8-M6用サラ穴
Countersink for 8-M6
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2-R10

30
35

6 調整ねじストローク10以下
Stroke of Adusting Screw 10 or less

材質と処理　Material & Finish
材質　Material 処理　Finish

ZDC Cr

特長
オスとメスの分離方式で脱着が容易で
す。
調整ねじを締め込むことで高さ調節が
可能です。

用途
中型及び大型冷凍、冷凍庫・各種倉
庫・恒温恒湿器及び試験機器等

注意事項
調整ねじで調整する際、アジャストス
リーブの脱落の恐れがあるため、調
整ねじ側のヒンジピースを下にして取
付けてください。

Characteristic
Male and female parts are separated 
so that it is an easy installation.
Height adjustment of the upper 
lower is possible and allows you to 
adjust the mounthing portion.

Application
Medium and large freezers 
/ Refrigeratiors / All kinds of 
storehouses and warehouses 
/ Thermo-hydrostats / Test 
instruments, etc.

Note
Please install the hinge according 
to the picture on left since there's 
a possibility to be fallen the adjust 
sleeve if it was installed opposite 
way.


