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TOCHIGIYA GENERAL CATALOG 71

特注品のご相談承ります　Please contact us for custom-made.
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THA-470

SEMIS8-0218（SEC6.7.1）規定の使用方向及び力
押し引きの方向（下図の矢印による）
Usage method compliant with SEMI S8-0218（SEC6.7.1）.
Operable Direction（See below）

押し引きの力：294N以下　Operable Force : Less than 294N

THA-470 / TO-470
収納型ハンドル /パッキン
Draw Handle/Packing

仕様　Specification

型番　Model No. 自重（g）　Net Weight（g）
THA-470 513
TO-470 13

■部品表　THA-470　Parts List
部番
No.

部品名
Part Name

材質
Material

処理
Finish

数
Quantity

1 本体　Body
ADC シルバー（塗装）

Sliver Painting
1

2 グリップ　Grip 1

3 ハンドルピン
Handle Pin SUS304 ─ 2

4 プラグクッションゴム
Rubber Cushion CR 黒色　Black 2

5 取付金具
Bracket

ZDC/
SUS/PA6

3 価クロメート/ ─ / 原色
Trivalent Chromate Treatment/

-/Primary Color
4

SEMI規格：S8-0218適合品
特長
SEMI 規格 SEMIS8-0218（SEC6.7.1）「取っ手型ハンドル」に適合し
ています。
取付金具とねじが一体となっておりますので、取り付けが容易です。
専用パッキン TO-470 を併用することで、本品と筐体との気密性を高めら
れます。

用途
半導体製造装置・計測機器・工作機械等

仕様
取付金具推奨トルク：3.0N・m（30.6kgf・cm）
取付板厚：t0.8〜t3.2

Compliant with SEMI Standard: S8-0218
Characteristic
Flush Handle compliant with SEMI S8-0218 （SESC6.7.1） Integral 
part with cam and screw make Easy Installation.
Installing with TO-470 which is sold separately will heighten the 
airtightness between the mounting box.

Application
Semiconductor manufacturing equipment, Measuring instrument, 
Machine Tools, etc.

Specification
Recommended Torque for Bracket : 3.0N・m（30.6kgf・cm）
Panel Thickness : t0.8〜t3.2

材質と処理　TO-470　Material & Finish
型番　Model No. 材質　Material 処理　Finish

TO-470 EPDM 白色　White
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